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SECTION 062000
FINISH CARPENTRY

PART 1 GENERAL
1.01 SECTION INCLUDES

A. Wood casings and moldings.
1.02 REFERENCE STANDARDS

A. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;
2023d.

B. AWI (QCP) - Quality Certification Program; Current Edition.
C. AWI/AWMAC/WI (AWS) - Architectural Woodwork Standards, 2nd Edition; 2014, with Errata
(2016).
D. AWMAC/WI (NAAWS) - North American Architectural Woodwork Standards; 2021, with Errata.
1.03 SUBMITTALS
A. See Section 013000 - Administrative Requirements for submittal procedures.

B. Shop Drawings: Indicate materials, component profiles, fastening methods, jointing details,
and accessories.
1. Provide information as required by AWI/AWMAC/WI (AWS) or AWMAC/WI (NAAWS).
2. Include certification program label.
1.04 QUALITY ASSURANCE
A. Fabricator Qualifications: Company specializing in fabricating the products specified in this
section with minimum five years of documented experience.
1. Accredited participant in the specified certification program prior to the commencement of
fabrication and throughout the duration of the project.
B. Quality Certification:
1.  Comply with AWI (QCP) woodwork association quality certification service/program in
accordance with requirements for work specified in this section: www.awiqcp.org/#sle.
2. Provide labels or certificates indicating that work complies with AWI/AWMAC/WI (AWS) or
AWMAC/WI (NAAWS) requirements for grade or grades specified.
3 Provide designated labels on shop drawings as required by certification program.
4. Provide designated labels on installed products as required by certification program.
5

Submit certifications upon completion of installation that verifies this work is in compliance
with specified requirements.

1.05 DELIVERY, STORAGE, AND HANDLING

A. Protect from moisture damage.

B. Handle materials and products to prevent damage to edges, ends, or surfaces.
PART 2 PRODUCTS
2.01 FINISH CARPENTRY ITEMS

A. Quality Standard: Custom Grade, in accordance with AWI/AWMAC/WI (AWS) or AWMAC/WI
(NAAWS), unless noted otherwise.

B. Interior Woodwork ltems:

1. Moldings, Bases, Casings, and Miscellaneous Trim: Clear white pine; prepare for paint
finish.

2.02 ACCESSORIES
A. Adhesive: Type recommended by fabricator to suit application.
B. Wood Filler: Solvent base, tinted to match surface finish color.

CPL



EC3 West Campus Renovations
R24.15543 062000 - 2
062000
FINISH CARPENTRY

2.03 WOOD TREATMENT

A. Fire Retardant Treatment (FR-S Type): Chemically treated and pressure impregnated; capable
of providing flame spread index of 25, maximum, and smoke developed index of 450,
maximum, when tested in accordance with ASTM E84.

B. Provide identification on fire retardant treated material.
C. Redry wood after pressure treatment to maximum ___ percent moisture content.
2.04 FABRICATION
A. Shop assemble work for delivery to site, permitting passage through building openings.

B. When necessary to cut and fit on site, provide materials with ample allowance for cutting.
Provide trim for scribing and site cutting.

PART 3 EXECUTION
3.01 EXAMINATION

A. Verify adequacy of backing and support framing.
3.02 INSTALLATION

A. Install custom fabrications in accordance with AWI/AWMAC/WI (AWS) or AWMAC/WI
(NAAWS) requirements for grade indicated.

B. Set and secure materials and components in place, plumb and level.

C. Carefully scribe work abutting other components, with maximum gaps of 1/32 inch. Do not use
additional overlay trim to conceal larger gaps.

3.03 PREPARATION FOR SITE FINISHING
A. Set exposed fasteners. Apply wood filler in exposed fastener indentations. Sand work smooth.
3.04 TOLERANCES
A. Maximum Variation from True Position: 1/16 inch.
B. Maximum Offset from True Alignment with Abutting Materials: 1/32 inch.
END OF SECTION 062000
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